STYLI FOR FARO ARM

| M6 Thread Styli | orderNo. || Bal | shat || dk || dl || L | ML
| Styli | 3.0-48-6 NTBR Ruby TC 3.0 || 2.0 ||48.0]10.0
3.0-48-6 NTBZ Zircon TC 3.0 || 2.0 |[48.0][ 10.0
o _ 3.0-48-6 NTBH|| Carbide TC 3.0 || 2.0 |[48.0][10.0
EE_ \?L( v 6.0-48-6 NTBR Ruby TC 6.0 || 3.0 |[48.0][10.0
L] /‘IKAKL/ = 6.0-48-6 NTBZ Zircon TC 6.0 || 3.0 |[48.0][ 100
T 6.0-48-6 NTBH||  Carbide TC 6.0 || 3.0 |[48.0][10.0
Zircon = Zirconia Oxide TC = Tungsten Carbide
| M6 Thread Adaptor || Order No. || Adaptor || Material || Thread "G" || e |
| Adaptor | 6-2 NAF M6/M2 Steel M2 38.0
6-3 NAF M6/M3 Steel M3 38.0
6-4 NAF M6/M4 Steel M4 38.0
: 6-5 NAF M6/M5 Steel M5 38.0
For use with M2, M3, M4, M5 thread styli
| 1%,-20 UNF Thread Styli | orderNo. || Ban || shart || dk | d |l L || ML
| Styli | 3-60-17, -20 NTBR Ruby TC 3.0 || 2.0 || 60.0] 10.0
3-60-1%, -20 NTBZ Zircon TC 3.0 || 2.0 |[60.0][ 10.0
3-60-17,-20 NTBH||  Carbide TC 3.0 |[ 2.0 |[60.0][ 10.0
6-60-1/, -20 NTBR Ruby TC 6.0 || 3.0 |[60.0][ 10.0
L 6-60-1/, -20 NTBZ Zircon TC 6.0 || 3.0 |[60.0][10.0
20 6-60-1/,-20 NTBH||  Carbide TC 6.0 || 3.0 |[60.0][10.0
N
= Zircon = Zirconia Oxide TC = Tungsten Carbide
L
| 17.-20 UNF Thread Adaptor ||  orderNo. || Adaptor || Material || Thread'a" || .k |
| Adaptor [ 1%.-20-2 NAF_][ 1/ -20 UNF /M2 Steel M2 41.0
1/, -20-3 NAF || 17,-20 UNF/M3 Steel M3 41.0
1/, -20-4 NAF || 17, -20 UNF/M4 Steel M4 41.0
1/,-20-5 NAF || 17,-20 UNF/M5 Steel M5 41.0
" 0 1/, -20-6 NAF || 17,-20 UNF/M6 Steel M6 41.0
]
Q1 R R O For use with M2, M3, M4, M5 thread styli
= |—
L
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STYLI FOR ROMER ARM

| M2 Thread Styli

| Styli (Type C) | orderNo. shat | Ban |l wt || dk | dt |l L |l ML
1.0-10.5-2 NTC Steel Ruby 0.3g|| 1.0 || 0.7 || 105 5.0
1.5-11-2NTC||  Steel Ruby [[0.3g|| 1.5 || 1.0 |[11.0]] 6.0
2.0-11-2NTC Steel Ruby 0.3g|| 2.0 || 1.2 ||11.0] 7.0
2.0-16-2 NTC Steel Ruby 0.3g|| 2.0 || 1.2 || 16.0 | 12.0
2.0-21-2NTC Steel Ruby 0.3g || 2.0 || 1.4 |[21.0][15.0
2.5-11-2NTC Steel Ruby 03g|| 25 || 1.5 |[11.0]] 7.0
2.5-21-2NTC|| Steel Ruby |[04g|l 2.5 || 1.5 |[21.0][17.0
3.0-11.5-2NTC|| Steel Ruby |[04g|l 3.0 || 20 |[11.5] 8.0
3.0-21.5-2NTC|| Steel Ruby |[/0.6g|l 3.0 || 2.0 |[[21.5]| 18.0
4.0-12-2NTC||  Steel Ruby |[0.5g|| 4.0 || 2.4 |[12.0]|] 9.0
4.0-22-2NTC|| Steel Ruby |{0.99|| 4.0 || 2.4 |[22.0 [ 19.0
| Styli (Type D) | orderNo. shat || Ban || wt || dk| L |
5.0-12.5-2NTD|| Steel Ruby |{0.7g|| 5.0 || 12,5
5.0-27.5-2NTD|| Steel Ruby 1.6g|| 5.0 ||27.5
j 6.0-13-2NTD|| _ Steel Ruby |[0.9g][ 6.0 |[13.0
[ e —— +> < 6.0-28-2NTD||  Steel Ruby 1.79 || 6.0 || 28.0
; 8.0-14-2 NTD Steel Ruby 1.3g | 8.0 || 14.0
‘ i 8.0-29-2NTD||  Steel Ruby || 1.99]| 8.0 |[29.0
L
I
| M3 Thread Styli |
| Styli (Type C) | orderNo. shaft || Ban || wt || gk | di |l L || ML
1.0-21.5-3NTC||  Steel Ruby 1.0g|| 1.0 || 0.7 |[21.5] 5.0
. L 2.0-11-3NTC|| _ Steel Ruby |/ 0.6g]l 2.0 || 1.2 |[11.0]] 5.0
ML 2.0-16-3NTC||  Steel Ruby [[0.6g|| 2.0 || 1.2 |[16.0][10.0
‘ 2.0-22-3NTC|| Steel Ruby 1.0g || 2.0 || 1.4 |[22.0]] 8.0
2.5-21-3NTC||  Steel Rub 06g| 25 || 1.5 |[21.0] 15.0
5 3.0-11.5-3NTC||  Steel Rubi; 0.7g|[ 3.0 |[ 20 |[115] 55
5 3.0-21.5-3NTC||  Steel Ruby [/ 0.8g]| 3.0 || 2.0 |[21.5]] 155
3.0-22.5-3 NTC Steel Ruby 0.8g || 8.0 || 2.0 |[22,5] 165
4.0-12-3NTC||  Steel Ruby [[0.8g]| 4.0 || 24 |[12.0]] 6.0
4.0-22-3NTC||  Steel Ruby 1.1g|| 4.0 || 2.4 |[22.0]] 16.0
4.0-23-3NTC||  Steel Ruby 1.1g|| 4.0 || 2.4 |[23.0][17.0
4.0-33-3NTC||  Steel Ruby 1.4g|| 4.0 || 2.4 |[33.0] 27.0
5.0-23.5-3NTC||  Steel Ruby 1.59 || 5.0 || 3.0 |[23.5][17.5
5.0-33.5-3NTC||  Steel Ruby |[2.59]| 5.0 || 3.0 |[33.5]29.5
6.0-13-3NTC||  Steel Ruby 1.2g|| 6.0 || 2.8 |[13.0]] 7.0
6.0-28-3NTC||  Steel Ruby |[2.0g]| 6.0 || 3.0 |[28.0]22.0
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