GEAR MEASURING STYLUS
UNTHREADED STYLUS

| Unthreaded Styli || orderNo. || shart | Ban | wt || k| di | L | ML
| Styli (Type F) | 0.13-15.1-1 NTF TC TC 0.2g][0.13][0.08 | 15.1|| 1.0
0.2-15.2-1 NTF TC Ruby 0.2g |l 0.2 ||0.15][15.2 || 1.5
0.25-15.3-1 NTF TC Ruby 0.2g | 0.25|| 0.2 |[15.3 ]| 2.5
, L 0.3-15.3-1 NTF TC Ruby 0.2g|| 0.3 || 0.2 || 153 2.5
0.4-15.4-1 NTF TC Ruby 0.2g (| 0.4 || 0.3 |[15.4 | 2.5
- 0.5-15.5-1 NTF TC Ruby 0.2g|| 05 || 0.3 ||155] 2.5
0.6-15.6-1 NTF TC Ruby 0.3g|| 0.6 || 0.4 || 156 4.5
IS s 0.7-15.7-1 NTF TC Ruby 0.3g || 0.7 || 0.4 ||15.7 || 4.5
_ = ° 0.8-15.8-1 NTF TC Ruby 0.3g|| 0.8 || 0.6 || 15.8| 4.5
u © 0.9-15.9-1 NTF TC Ruby 0.3g|| 0.9 || 0.6 || 159 4.5
© 1.0-16-1 NTF TC Ruby |/0.4g|l 1.0 || 0.8 |[16.0] 4.5
| Styli (Type N) || orderNo. || shart | Ban | wt || dk| ds | L |
1.35-26.4-1 NTN TC Ruby 0.3g|[1.35|| 1.0 || 26.4
1.5-26.5-1 NTN TC Ruby 0.3g || 1.5 || 1.0 || 26.5
2.0-26-1 NTN TC Ruby 0.3g || 2.0 || 1.0 || 26.0
2.0-27-1.5 NTN TC Ruby 0.6g (| 2.0 || 1.5 || 27.0
< 2.0-45-1 NTN TC Ruby 0.5g (| 2.0 || 1.0 || 45.0
N 2.0-61-1 NTN TC Ruby 0.7g || 2.0 || 1.0 || 61.0
I I |> 2.0-81-1 NTN TC Ruby 1.0g9 || 2.0 || 1.0 || 81.0
L ; 2.0-101-1 NTN TC Ruby 1.3g || 2.0 || 1.0 [|101.0
2.5-27.5-1.5 NTN TC Ruby 0.6g |l 25 || 1.5 ||27.5
3.0-26.5-1.5 NTN TC Ruby 0.7g || 8.0 || 1.5 || 26.5
3.0-38-2 NTN TC Ruby 2.0g (| 3.0 || 2.0 || 38.0
3.0-45-1.5 NTN TC Ruby 1.0g || 3.0 || 1.5 || 45.0
3.0-61.5-1.5 NTN TC Ruby 1.6g || 3.0 || 1.5 || 61.5
3.0-81.5-1.5 NTN TC Ruby 2.2g|l 3.0 || 1.5 || 815
3.0-101.5-1.5 NTN TC Ruby 2.8g|| 3.0 || 1.5 [[101.5
4.0-27-2 NTN TC Ruby 1.3g || 4.0 || 2.0 || 27.0
4.0-45-2 NTN TC Ruby 21g|| 4.0 || 2.0 || 45.0
4.0-62-2 NTN TC Ruby 29g || 4.0 || 2.0 || 62.0
4.0-82-2 NTN TC Ruby 399 || 40 || 2.0 | 820
4.0-102-2 NTN TC Ruby 4.99 || 4.0 || 2.0 |[102.0
5.0-27.5-2 NTN TC Ruby 1.4g|| 5.0 || 2.0 || 275
5.0-42.5-2 NTN TC Ruby 2.3g|| 5.0 || 2.0 || 425
5.0-62.5-2 NTN TC Ruby 3.1g || 5.0 || 2.0 || 625
5.0-82.5-2 NTN TC Ruby 4.0g (| 5.0 || 2.0 || 825
5.0-102.5-2 NTN TC Ruby 5.0g || 5.0 || 2.0 |[102.5
6.0-28-2 NTN TC Ruby 1.6g || 6.0 || 2.0 || 28.0
6.0-43-2 NTN TC Ruby 2.2g || 6.0 || 2.0 || 43.0
6.0-63-2 NTN TC Ruby 3.2g | 6.0 || 2.0 || 63.0
6.0-83-2 NTN TC Ruby 4.2g |l 6.0 || 2.0 || 83.0
6.0-103-2 NTN TC Ruby 4.99 || 6.0 || 2.0 {{103.0
8.0-29-2 NTN TC Ruby 2.0g (| 8.0 || 2.0 || 29.0
8.0-64-2 NTN TC Ruby 3.6g || 8.0 || 2.0 || 64.0
8.0-84-2 NTN TC Ruby 4.59 || 8.0 || 2.0 || 84.0

TC = Tungsten Carbide
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GEAR MEASURING STYLUS

| Unthreaded Styli || Order No. || Leitz No. || wt || dk || 18 || ok || ML
| Styli (Type F) | 0.3-15.3-2 NTF |[M40-021.810-001|[ 0.5g|[ 0.3 |[ 0.2 |[15.3]] 2.5
0.5-15.5-2 NTF ||M40-021.810-002|[ 0.5 || 0.5 || 0.3 |[15.5][ 255

Ball: Ruby 0.5-22.3-2 NTF - 06g|[ 05 || 0.3 |[22.3]] 4.3

Shaft: Tungsten carbide 0.6-15.6-2 NTF ||M40-021.810-003|| 0.5g || 0.6 || 0.4 |[15.6 || 45

0.8-15.8-2 NTF ||M40-021.810-004/| 0.59 || 0.8 || 0.6 || 15.8 || 4.5
' 0.8-22.4-2 NTF 0.6g|| 0.8 || 0.6 ||[22.4] 44

ML 1.0-16-2 NTF |[M40-021.810-005|| 0.5g || 1.0 || 0.8 || 16.0 | 4.5
1.0-22.5-2 NTF ||M00-694.062-005(| 0.6g || 1.0 || 0.8 [|22.5]|| 4.5
1.0-34.5-2 NTF || 060-694.151-009 || 0.6g || 1.0 || 0.8 || 34.5|| 14.5
1.5-22.7-2 NTF || 060-694.066-000 (| 0.7g || 1.5 || 1.2 || 22.7 |/ 10.3
A ° 3 1.8-46.9-2 NTF || 060-694.151-005 || 1.89 || 1.8 || 1.5 || 46.9 || 40.9
2.0-23-2 NTF || 060-694.065-000 || 0.8g || 2.0 || 1.5 || 23.0|| 10.6

ds

THREADED STYLUS

| M5 Thread Styli | orderno. || zeissNo. | wt || D | gk |l a1 | L | ML

| Styli (Type B) | 2.0-20-11 NTB|[626115-020-020][ 69 |[ 11 |[ 2.0 |[ 1.5 |[20.0][10.0
_ 2.0-40-11 NTB|[ 626115:0204-040 | 6g || 11 || 2.0 |[ 1.5 |[40.0][30.0
gﬁ!{fﬂ%gsten Carbide 25-20-11 NTB|[ 6261150250020 | 69 || 11 || 2.5 || 1.5 |[20.0|[10.0
Ferrule: Stoel 3.0-25-11 NTB|| 602030-9010 || 69 || 11 || 3.0 || 2.0 |[25.0][15.0
3.0-33.5-11 NTB || 600342-8020 || 69 || 11 || 3.0 || 20 |[335|[ 235
3.0-40-11 NTB|[626115:0301-040| 79 || 11 || 3.0 |[ 2.0 |[40.0][30.0
3.0-50-11 NTB|| 602030-9011 || 7g || 11 || 3.0 |[ 2.0 |[50.0][40.0
3.0-58-11 NTB|| 600342-8021 || 8g || 11 || 3.0 || 2.0 |[58.0][48.0
4.0-33.5-11 NTB|| 600342-8025 || 79 || 11 || 4.0 || 2.0 || 335/ 235
4.0-40-11 NTB [ 000000-1005-246 || 7g || 11 || 4.0 |[ 2.0 |[40.0][30.0
' 4.0-50-11 NTB|[ 626115-0402-050|| 89 || 11 || 4.0 || 2.0 |[50.0][40.0
L 4.0-64-11 NTB|| 602030-9012 || 89 || 11 || 4.0 |[ 2.0 |[64.0]|[54.0
5.0-40-11 NTB|| 626115:0500-040 || 11g || 11 || 5.0 || 3.5 |[40.0][30.0
5.0-50-11 NTB || 602030-9013 || 11g || 11 5.0 || 3.5 || 50.0 || 40.0
5.0-53-11 NTB|| 600342-8022 || 12g || 11 || 5.0 || 3.5 |[53.0|[43.0
5.0-75-11 NTB|| 602030-9015 || 159 || 11 || 5.0 || 35 |[75.0][65.0
5.0-80-11 NTB|| 626115-0502-080|| 169 || 11 || 5.0 || 3.5 |[80.0][70.0
5.0-100-11 NTB 199 || 11 || 5.0 || 35 |[100.0([90.0
6.0-54-11 NTB|| 600342-8026 || 129 || 11 || 6.0 || 3.5 |[54.0|[44.0
6.0-68-11 NTB|| 626115-0600-068 || 159 || 11 || 6.0 || 3.5 |[68.0][58.0
7.0-55-11 NTB|| 600342-8027 || 13g || 11 || 7.0 || 3.5 |[55.0][45.0

8.0-63.5-11 NTB|| 600342-8023 || 269 || 11 8.0 || 6.0 || 63.5]| 50.5

8.0-74-11 NTB || 602030-9014 || 329 || 11 8.0 || 6.0 || 74.0 || 61.0

8.0-75-11 NTB || 602030-9016 || 329 || 11 8.0 || 6.0 || 75.0 || 62.0

8.0-100-11 NTB || 602030-9017 || 42g || 11 8.0 || 6.0 [|100.0{| 87.0

8.0-114.5-11 NTB || 600342-8024 || 469 || 11 8.0 || 6.0 [[114.5]|101.5

8.0-150-11 NTB 62g || 11 8.0 || 6.0 ({150.0{|130.0

8.0-200-11 NTB 829 || 11 8.0 || 6.0 (|200.0{|180.0

9.0-64.5-11 NTB|| 600342-8028 || 279 || 11 9.0 || 6.0 || 64.5]|| 51.5

10.0-65.5-11 NTB|| 600342-8029 || 279 || 11 10.0 || 6.0 || 65.5 || 52.5

10.0-118-11 NTB|| 602030-9018 || 499 || 11 10.0 || 6.0 ||118.0|{105.0
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GEAR MEASURING STYLUS

| Styli (Type S) || Order No. || Zeiss No. || wt || mDm || nqu% || rg;ln || m'-m || rwﬁ
Ball: Ruby 1.35-32.9-11 NTS - 6g || 11 |[1.35] 1.0 |[32.9] 23.9
Shaft: Tungsten Carbide 1.5-33-11 NTS - 6g || 11 || 1.5 || 1.0 |[33.0][ 24.0
Ferrule: Steel 2.0-335-11 NTS - 79 || 11 |[ 20 |[ 15 |[335|[245
< X 2.5-34-11 NTS - 79 || 11 || 25 || 1.5 |[34.0][25.0
o G> ------- —==={)- |
ML
| M5 Thread Styli || Order No. || Zeiss No. || wt || mDm || rﬁ#] || rﬁr1n || mLm || rl\rquﬁ
| Styli | 0.2-32-11 NTB - 79 || 11 || 02 |[0.15][32.0]| 15
0.25-32-11 NTB - 79 || 11 |[025] 0.2 |[32.0] 25
Ball: Ruby _ 0.3-32-11 NTB - 79 || 11 |[ 03 |[ 0.2 |[32.0]] 255
Shaft: Tungsten Carbide 0.4-32-11 NTB - 79 |[11 |[ 04 |[ 03 |[320][ 25
Ferrule: Steel
0.5-32-11 NTB - 79 || 11 || 05 || 0.3 |[32.0] 25
0.6-32-11 NTB - 79 || 11 || 06 || 0.4 |[32.0]] 45
0.7-32-11 NTB - 79 || 11 || 07 || 0.4 |[32.0]] 45
0.8-32-11 NTB||602030-8060 || 79 || 11 || 0.8 || 0.6 |[32.0][ 12.0
5 0.9-32-11 NTB - 79 || 11 || 0.9 || 0.6 |[32.0][ 12.0
1.0-32-11 NTB || 602030-8061 || 79 || 11 || 1.0 || 0.8 |[32.0 [ 12.0
ML 1.35-32-11 NTB || 602030-8062 || 79 || 11 |[1.35]|] 1.0 |[32.0][ 12.0
. 1.35-44-11 NTB|| 602030-8063 || 79 || 11 |[1.35|| 1.0 || 44.0][ 19.0
. 1.5-32-11 NTB || 602030-8064 || 79 || 11 || 1.5 || 1.0 |[32.0 12.0
1.5-44-11 NTB || 602030-8065 || 79 || 11 || 1.5 || 1.0 || 44.0 || 19.0
2.0-32-11 NTB||602030-8066 || 79 || 11 || 2.0 || 1.5 |[32.0][ 12.0
2.0-44-11 NTB|| 602030-8067 || 89 || 11 || 2.0 || 1.5 || 44.0][ 19.0
2.0-58-11 NTB||602030-8068 || 89 || 11 || 2.0 || 1.5 || 58.0] 33.0
2.5-32-11 NTB||602030-8069 || 79 || 11 || 2.5 || 1.5 |[32.0][ 12.0
2.5-44-11 NTB|[602030-8070 || 8g || 11 || 25 || 1.5 |[44.0][ 19.0
2.5-58-11 NTB|| 602030-8071 || 8g || 11 || 2.5 || 1.5 |[58.0][ 33.0
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