MICRO-STYLI

| Unthreaded Micro Stylus | orderno. || we || gk |l At L |l ML
| Styli (Type FM) |[0.07-17.5-1 NTFM|[ 029 | [ 0.07][0.05][175 ][ 0.7
_ 0.09-17.5-1 NTFM|[ 029 |[ 0.09 |[ 0.06 |[ 175 |[ 1.0

Ball : Tungsten Carbide 0.11-17.5-1 NTFM|[ 029 |[ 0.11 ][ 0.08|[ 17,5 ][ 1.2

Shaft : Tungsten Carbide 0.13-17.5-1 NTFM|[ 029 |[ 0.13 |[0.09 |[ 17.5 || 1.5

0.15-17.5-1 NTFM|| 0.2g || 0.15|| 0.10 || 17.5|| 1.5

| L 0.18-17.5-1 NTFM|| 0.2g || 0.18 || 0.13 || 17.5|| 1.5

ds=1

| M2 Thread Styli | orderno. || wt || gk |l @t |l L || ML
| Styli (Type AM) |[_o.07-20-2 NTAM][0.76] [0.07][0.05][20.0][ 0.7
) 0.09-20-2 NTAM|| 0.7g [ 0.09 |[0.06 || 20.0 || 1.0

Ball : Tungsten Carbide 0.11-20-2 NTAM|[ 0.7g|[ 0.11 |[ 0.08 || 20.0 || 1.2

Shaft : Tungsten Carbide 0.13-20-2 NTAM|[ 0.79 |/ 0.13 ][ 0.09|[ 200 15

0.15-20-2 NTAM|| 0.79 || 0.15 || 0.10 || 20.0 || 1.5

0.18-20-2 NTAM|| 0.7g || 0.18 || 0.13 || 20.0 || 1.5

INDO SERVICES

TEL : +91 80 23406723, +91 80 23377556, MOBILE : +91 94482 89260, +91 94482 89262, E-mail : info@indoservices.net



	Page 1

