M4 (0 5 mm)

| M4 Thread Styli | orderNo. || shat | Ban | wt || gk | 1| L || ML
| Styli (Type A) | 02-13-4NTA|[  TC Ruby |[0.4g|[ 02 |[0.15][13.0][ 15
L 0.25-13-4 NTA TC Ruby 0.4g||l025|| 0.2 ||13.0] 2.5
0.3-13-4 NTA TC Ruby 0.4g|| 0.3 || 0.2 ||13.0]| 2.5
0.4-13-4 NTA TC Ruby 049l 0.4 || 0.3 |[13.0] 25
0.5-13-4 NTA TC Ruby 0.4gl| 05 || 0.3 |[13.0] 25
0.6-13-4 NTA TC Ruby 0.4gl| 06 || 0.4 |[13.0] 25
0.6-15-4 NTA TC Ruby 049l 06 |[ 0.4 |[15.0] 45
0.7-13-4 NTA TC Ruby 049 07 |04 |[13.0] 25
0.7-15-4 NTA TC Ruby 0.4g|| 0.7 || 0.4 ||15.0|| 45
0.8-13-4 NTA TC Ruby 0.4g|| 0.8 || 0.6 ||13.0|| 2.5
0.8-15-4 NTA TC Ruby 0.4gl|l 08 || 06 |[15.0] 45
0.9-13-4 NTA TC Ruby 0.4gl|l 09 || 06 |[13.0] 25
0.9-15-4 NTA TC Ruby 0.4gll 09 || 06 |[15.0] 45
1.0-13-4 NTA TC Ruby 0.4gl|[ 1.0 || 08 |[13.0]] 25
1.0-15-4 NTA TC Ruby O.4g 1.0 0.8 15.0 4.5
| Styli (Type B) | orderNo. || shat | Ban | wt || gk | 1|l L || ML
1.0-15.5-4 NTB TC Ruby 179/ 1.0 ]| 07 |[155] 75
' L 1.0-20.5-4 NTB TC Ruby 179 1.0 || 07 || 205|125
‘ ML 2.0-16-4 NTB TC Ruby 1791l 20 || 1.2 |[16.0]] 8.0
, 2.0-26-4 NTB TC Ruby 1.8g| 2.0 || 1.2 |[26.0]| 18.0
g'_,_, ) 2.0-36-4 NTB TC Ruby |[1.9g|| 2.0 || 1.2 || 36.0][28.0
T ; 2.0-41-4 NTB TC Ruby 20gl|| 20 || 1.2 |[41.0]33.0
° < 3.0-31.5-4 NTB TC Ruby |[2.4g][ 3.0 |[ 2.0 |[315][215
3.0-41.5-4 NTB TC Ruby 269l 3.0 |[ 20 |[415] 315
3.0-51.5-4 NTB TC Ruby 299l 30 || 2.0 |[515] 415
4.0-32-4 NTB TC Ruby 29g|| 40 || 25 |[32.0] 22.0
4.0-42-4 NTB TC Ruby 34g|| 40 || 25 |[42.0] 32.0
4.0-52-4 NTB TC Ruby 3.8g|| 40 || 25 |[52.0( 42.0
5.0-32.5-4 NTB TC Ruby 3.0g]|| 50 || 25 |[325| 22,5
5.0-42.5-4 NTB TC Ruby 359l 50 || 25 |[425| 32,5
5.0-52.5-4 NTB TC Ruby 39g]|[ 50 || 25 |[525| 42,5
6.0-33-4 NTB TC Ruby 3.29 6.0 3.0 33.01| 23.0
6.0-43-4 NTB TC Ruby 3791 6.0 || 3.0 |[43.0]33.0
6.0-53-4 NTB TC Ruby 41g|| 6.0 || 3.0 || 53.0 || 43.0
| Styli (Type C) | orderno. || shat || Ban || wt |[ gkl g L | ML
2.0-16-4 NTC Steel Ruby 1.3g|| 2.0 || 1.3 || 16.0|| 10.0
' - 2.521-4NTC||  Steel Ruby |[1.3g][ 255 || 15 |[21.0][ 15.0
‘ ML 3.0-21.5-4 NTC Steel Ruby 15g|| 3.0 || 2.0 ||21.5]| 155
4.0-22-4 NTC Steel Ruby 1.79|| 4.0 || 2.4 |[22.0] 16.0
— B 6.0-28-4 NTC||  Steel Ruby |[2.6g]| 6.0 || 3.0 |[28.0][22.0
TC = Tungsten Carbide
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M4 (0 5 mm)

M4 Thread Styli | orderNo. || shat | Ban | wt || dk| 1|l L || ML
Styli (Type K), Ceramic | 4.0-32-4 NTKE || Ceramic Ruby 249 4.0 || 2.0 || 32.0 22.0
4.0-42-4 NTKE || Ceramic Ruby 2.6g|| 4.0 || 2.0 ||42.0]|32.0
, L 4.0-52-4 NTKE|| Ceramic Ruby 279 || 4.0 || 2.0 ||52.0 || 42.0
5.0-42.5-4 NTKE || Ceramic Ruby 3.1g|| 5.0 || 3.0 ||42.5 || 32,5
5.0-52.5-4 NTKE || Ceramic Ruby 3.3g || 5.0 || 3.0 ||52.5|| 42.5
; 5.0-62.5-4 NTKE|| Ceramic Ruby 3.59(| 5.0 || 3.0 ||62.5] 52,5
i 6.0-43-4 NTKE || Ceramic Ruby 3.2g|l 6.0 || 3.0 ||43.0]| 33.0
i 6.0-53-4 NTKE || Ceramic Ruby 3.5g|| 6.0 || 3.0 || 53.0|43.0
5 x 6.0-63-4 NTKE || Ceramic Ruby 3.79 || 6.0 || 3.0 ||63.0]|53.0
Styli (Type CA) OrderNo. || snaft || Ban || wt || d& || df || L, || ML
Carbon Fiber 4.0-32-4 NTCA CF Ruby 1.7g9|| 4.0 || 3.0 |[32.0] 22.0
4.0-42-4 NTCA CF Ruby 1.79 || 4.0 || 3.0 || 42.0|| 32.0
. L 4.0-52-4 NTCA CF Ruby 199 4.0 || 3.0 ||52.0]] 42.0
5.0-42.5-4 NTCA CF Ruby 199 5.0 || 3.0 || 425|325
5.0-52.5-4 NTCA CF Ruby 199 5.0 || 3.0 || 52.5]| 42,5
5.0-62.5-4 NTCA CF Ruby 2.0g || 5.0 || 3.0 ||625] 525
6.0-43-4 NTCA CF Ruby 1.9g|l 6.0 || 3.0 ||43.0||33.0
6.0-53-4 NTCA CF Ruby 21g|| 6.0 || 3.0 ||53.0 || 43.0
6.0-63-4 NTCA CF Ruby 24g|| 6.0 || 3.0 || 63.0]53.0
CF = Carbon Fiber
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M4 (0 5 mm)

| M4 Thread Styli || Order No. || Shaft || Cylinder || wt | rﬁrzn || nITr1n || mLm || m#]
| Cylinder styli (Type A) | 2.0-16-4 NZRA||  Steel Ruby 1.3g| 2.0 || 5.0 |[16.0]] 8.0
3.0-22-4 NZRA Steel Ruby 1.5g || 3.0 || 10.0|/22.0|| 14.0
3 4.0-22-4 NZRA Steel Ruby 2.2g || 4.0 || 10.0]|22.0| 14.0
| Cylinder styli (Type H) || orderNo. || ShaRL, || we || 82 || g1 || 50| 5 || ML
N 1.5-14-4 NZTH TC 159 || 15 || 1.0 || 2.5 |[14.0]] 6.0
5 © 3.0-16-4 NZTH TC 1.7g|( 30 || 1.5 || 3.5 |[16.0]] 8.0
L1
ML
L
I
Pointed styli | orderNo. || Point | wt || & |
10 | 30-13-4NTS|[  TC  |[1-29][ 30° ]
5
8 ot D%{
0
a
TC = Tungsten Carbide
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M4 (0 5 mm)

| M4 Thread Styli | orderNo. || shat | Ban || wt || dk|l L |
| Ceramic ball styli | 8.0-10-4 NKK Steel Ceramic || 1.8g|| 8.0/ 10.0
! ) 10.0-11-4 NKK Steel Ceramic || 2.4g9 || 10.0 || 11.0
o)
Hollow Ceramic ball styli OrderNo. || shaft || Ban |l wt || dk| L |
(Type E) 18.0-16-4 NHKE || Steel Ceramic || 5.39][18.0|[16.0
24.0-19-4 NHKE Steel Ceramic 9.69(| 24.0 || 19.0
30.0-22-4 NHKE Steel Ceramic ||13.8g|| 30.0 || 22.0
3
L
| Ball disc styli | orderNo. || shat | pisc | wt || gk d| L[ H |
L 5.0-20-4 NKSK|[  TC Ceramic |[1.39][ 5.0][ 1.5 |[200]] 05
10.0-25-4 NKSK TC Ceramic ||2.29 ([ 10.0|| 2.0 ||25.0|| 0.8
| 14.025-4 NKSK || TC Ceramic |[379|[14.0|[ 20 |[250]|] 1.0
i o=
5| L
L
I
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M4 (0 5 mm)

| M4 Thread Styli || Order No. || Material || wi || mLm|

| Extensions, Steel | 10-4 NV Steel 1.8g | 10.0
20-4 NV Steel 3.69 || 20.0

35-4 NV Steel 6.3g || 35.0

[H]
0

| Extensions, Ceramic | orderNo. || Material || wt || L |

50-4 NVK || Ceramic || 4.89 || 50.0
60-4 NVK || Ceramic || 5.49 || 60.0
= 5 s k| oo 5701 800
‘ 90-4 NVK || Ceramic || 5.99 || 90.0

100-4 NVK || Ceramic 6.2g9 ([100.0

| Extensions, Carbon Fiber | orderNo. || Material || wt || L |

50-4 NVCA CF 2.99 || 50.0
60-4 NVCA CF 3.4g || 60.0
70-4 NVCA CF 3.8g || 70.0
80-4 NVCA CF 4.0g || 80.0
‘ 90-4 NVCA CF 4.69 || 90.0

L 100-4 NVCA CF 5.5 {100.0

CF = Carbon Fiber
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M4 (0 5 mm)

|| Material || wt || mLm|

| M4 Thread Styli | OrderNo.
|

| Extensions / Adaptor M4 / M3 (Steel) 20-4-3NV||  Steel |[2.0g ][ 20.0|
<t
=
8| [Clof]- I
B
| Extensions / Adaptor M4 / M3 (Ceramic) | orderNo. || Material || wt || L
50-4-3 NVK || Ceramic || 3.69 || 50.0
< o| <« 75-4-3 NVK || Ceramic || 5.29 || 75.0
= =|© 100-4-3 NVK || Ceramic |[6.7g|[100.0
JRE=lSR7/En=
| L
I
| Extensions / Adaptor M4 / M3 (Carbon Fiber) |  orderNo. || Material || wt || &, |
50-4-3NVCA|[ CF 2.3g[50.0
< ol « 75-43NVCA||  CF 3.09|[75.0
= = © 100-4-3NVCA|| CF || 3.79][100.0
© '—_ : s I
O 4= BRI an CF = Carbon Fiber
| L
I
Adaptor for styli (Type 2) | orderNo. || Material || wt || ds
1.0-4 NHZ Steel 1.79 | 1.0
1.5-4 NHZ Steel 1.79|| 1.5
2.0-4 NHZ Steel 1.6g | 2.0
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For use with Styli (Type F), (Type N) (Page 7),
and T-Styli (Type H) (Page 6).
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